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KEYED NOTES: 

□ RELOCATE EXISTING BOILER FEEDWATER CONTROL VALVE. 

ATC CONTRACTOR SHALL EXTEND WIRING AS REQUIRED TO 
SUIT NEW LOCATION. 

[2] NEW LOCATION OF EXISTING BOILER FEEDWATER CONTROL VALVE. 

[T] CONNECT NEW 8” LPS WITH BOILER ISOLATION GATE VALVE TO 
EXISTING STEAM HEADER. 

|T] REMOVE EXISTING GAS TRAIN AND PIPING BACK TO GAS COCK. 
CONTRACTOR SHALL ALSO REMOVE GAS PILOT PIPING. 

[5] DISCONNECT 3/4” VENT LINE FROM GAS TRAIN REGULATOR. 

QO CONNECT NEW 1-1/4” BOILER TO EXISTING. 

[7] CONNECT NEW 2” BOILER BLOWDOWN PIPING TO EXISTING. 

[8] CONNECT NEW GAS TRAIN TO EXISTING 4” GAS COCK 
IN PIPING DROP. 

[9] CONNECT EXISTING 3/4” VENT LINE TO NEW GAS TRAIN. 

Ill NEW A.S.M.E. SAFETY VALVE (15 PSI). FURNISH W/ BOILER. 

[T]] SAFETY/RELIEF VALVE PIPING TO TERMINATE 12” AFF. 

H NEW BOILER BURNER, FURNISHED BY BOILER MANUFACTURER 
AND INSTALLED BY MECHANICAL CONTRACTOR. MECHANICAL 
CONTRACTOR SHALL BE RESPONSIBLE FOR ALL REQUIRED 
CONTROL WIRING, INTERLOCKS AND CONNECTIONS TO 
BMS/ATC SYSTEMS. 

|?3| OVERHAUL EXISTING BOILER FEED PUMP. 

o REPLACE EXISTING COMBUSTION AIR DAMPER AND ACTUATOR 
WITH NEW. 

Ill FURNISH & INSTALL NEW COMBUSTION AIR DAMPER AND ACTUATOR 
IN EXISTING COMBUSTION AIR DUCT. INTERLOCK DAMPER OPERATION 
WITH EXISTING DOM. HOT WATER HEATER, EXISTING BOILER AND NEW 
BOILER SUCH THAT DAMPER OPENS UPON A CALL FOR EQUIPMENT 
OPERATIONS. DAMPER SHALL PROVE OPEN FOR EQUIPMENT TO FIRE. 

Ill CONNECT NEW VENT FROM BLOW DOWN SEPARATOR TO EXISTING VENT. 

Ill EXTEND EXISTING BLOW DOWN PIPING TO NEW BLOW DOWN SEPARATOR. 

Ill NEW 3/4” RPB-3 (SEE DETAIL ON DWG. ME-1) MOUNTED ON WALL. 

HI CONNECT NEW 3/4” TO NEAREST EXISTING DOMESTIC WATER SOURCE. 

IH DISCONNECT EXISTING FAN. PULL CIRCUIT BACK TO SOURCE 
AND MAKE SAFE. LABEL EXISTING CIRCUIT BREAKER AS SPARE. 

n DISCONNECT EXISTING BURNER. PULL CIRCUIT BACK TO SOURCE 
AND MAKE SAFE. LABEL EXISTING CIRCUIT BREAKER AS SPARE. 

|22| DISCONNECT EXISTING PUMP. MAINTAIN CIRCUIT FOR RECONNECTION. 

IH CONNECT NEW BURNER AND CONTROL PANEL TO EXISTING SPARE 
50/3 CIRCUIT BREAKER FOUND IN PANELBOARD PBFE. CIRCUIT 
SHALL BE 3#8+1#10G-3/4”C. 

H PROVIDE LOCAL SELF CONTAINED CARBON MONOXIDE DETECTOR 
MOUNTED 24” ABOVE BOTTOM STEP, EQUAL TO KIDDE #900-0120. 
CONNECT TO NEAREST AVAILABLE RECEPTACLE CIRCUIT AS REQUIRED. 

IH RECONNECT PUMP AS REQUIRED. 


BOILER ROOM DEMOLITION PART PLAN 

SCALE: 3/8” = l’-0” 


A 


2 


3 


ELEC. 


4 


5 



BOILER ROOM RENOVATION PART PLAN 

SCALE: 3/8” = l'-0” 
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